Main Specifications

Roland TB-3 TOUCH BASSELINE

Before using this unit, carefully read the Owner's Manual in its entirety. This manual should be saved and kept on hand as a convenient reference.

Roland Americas

North American Headquarters:

Roland Corporation

17770 NW 42nd Avenue

Fax: 1-800-554-3999

Los Angeles, CA 90047

E-mail: info@roland.com

Website: http://www.roland.com

Copyright © 2013 ROLAND CORPORATION

All rights reserved. No part of this publication may be reproduced in any form without the written permission of ROLAND CORPORATION.

Top Features

The Roland TB-3 TOUCH BASSELINE is a powerful, compact and portable bassline engine. It is designed to provide a wide range of tones and effects, making it a valuable addition to any music production setup. The TB-3 is equipped with a 24-bit 44.1kHz digital sound engine, allowing for high-fidelity audio performance. It features a full-featured set of controls, including a touch-sensitive keyboard, a vertical LCD display, and a variety of knobs and buttons for real-time parameter manipulation.

Playing, Selecting, and Performing a Pattern

1. Press the [STEP REC] button to enter step recording mode.
2. Use the pad and the [VALUE] knob to enter musical data for each step.
3. When you've finished step recording, press the [STEP REC] button to make it dark.

Advanced Step Functions

Changing the pattern

Hold down the [STEP REC] button and turn the [VALUE] knob to change the pattern number.

Selecting a grid

Hold down the [STEP REC] button and turn the [VALUE] knob to select the grid.